
HIGH SPEED COLD SAW

Programmable Production Cutting Cold Saw
Complete with Automatic Bar Loader!
Programmable Production Cutting Cold Saw
Complete with Automatic Bar Loader!

P90CNCP90CNC

BL6000 Automatic Bar LoaderBL6000 Automatic Bar Loader

SHUTTLE FEED SYSTEM:
High speed, 39" single
stroke multi-indexing 
(up to 99 times) shuttle
feed system, driven by
servo motor with ball
screw ensuring accurate
cut lengths.

Automatic Feed & Cut
Automatic Loading with Bar Loader Model BL6000
10" Blade
Cut up to 3 1/2" round tubing, 1 1/2" Solid Square
Two Blade Speeds 30 & 60 rpm (optional variable speed)
Flood Coolant with single pulse release system
Complete with Wash Down hose
Safety E-stop lever surrounds cutting area

Up to 20' starting length Capacity
31" Table width
Can handle up to 3 1/2" round tubing or 1 1/2" Solid Square 
Adjustable angle gradient
Separate 1 Hp motor

PROGRAMMABLE LENGTHS:
Built in microprocessor, program
up to 32 lengths and quantities.
Includes 40 character display
describing most cutting parameters
and machine diagnostics.

PROGRAMMABLE LENGTHS:
Built in microprocessor, program
up to 32 lengths and quantities.
Includes 40 character display
describing most cutting parameters
and machine diagnostics.

WASH DOWN HOSE:
P90CNC standard equipment
includes high pressure wash
down hose to keep work area
clear of any scarf and chips.

WASH DOWN HOSE:
P90CNC standard equipment
includes high pressure wash
down hose to keep work area
clear of any scarf and chips.

AUTOMATIC CHIP CONVEYOR:
Optional Chip Conveyor for
automatic removal of chip 
build up, keeping work area
clean and safe.

AUTOMATIC CHIP CONVEYOR:
Optional Chip Conveyor for
automatic removal of chip 
build up, keeping work area
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OPERATOR SAFETY:
Surrounding the sawing and
material feed moving parts, a
quick disconnect (E-stop) lever.

OPERATOR SAFETY:
Surrounding the sawing and
material feed moving parts, a
quick disconnect (E-stop) lever.
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PIVOT ARM COLD SAWSPIVOT ARM COLD SAWS

P-Series Cold Saws for
quick, clean and

accurate Metal cutting!

P-Series Cold Saws for
quick, clean and

accurate Metal cutting!

High Speed Blade RPM for the cutting of 
Aluminum, Brass, PVC and other Soft Metals
High Speed Blade RPM for the cutting of 
Aluminum, Brass, PVC and other Soft Metals

When the Job
Calls for Multi-lengths and Quantities
When the Job
Calls for Multi-lengths and Quantities

The Rock P225The Rock P225

P250P250

P315P315

C350SC350S C370SIC370SI

PNF350AVPNF350AV PNF350APNF350A

The C340CNC
Automatic Saw
The C340CNC
Automatic Saw

VERTICAL COLUMN COLD SAWSVERTICAL COLUMN COLD SAWS NON-FERROUS CUTTING SAWSNON-FERROUS CUTTING SAWS

Portable and Compact
enough to fit anywhere 
when needed!

Bench Model
9” Blade
Miter Cut 45º
Material Stop
Flood Coolant 
with pump

10” blade
Base included
Miter cut 45º
Material Stop
Flood Coolant with pump

ANTI-BURR CLAMP:
P-Series cold saw vises are
equipped with adjustable Anti-
Burr clamp, clamping material
on both sides of the cut.

ANTI-BURR CLAMP:
P-Series cold saw vises are
equipped with adjustable Anti-
Burr clamp, clamping material
on both sides of the cut.

IP55 CONTROL HANDLE:
For extra safety, the “blade 
on” switch is located in 
the handle.

IP55 CONTROL HANDLE:
For extra safety, the “blade 
on” switch is located in 
the handle.

VISE QUICK RELEASE:
When making more than one 
cut, the P315 models have a 
Vise Quick Release, for quick
and easy opening and closing.

VISE QUICK RELEASE:
When making more than one 
cut, the P315 models have a 
Vise Quick Release, for quick
and easy opening and closing.

FLOOD COOLANT AND PUMP:
All P-Series cold saws are
equipped with a flood coolant
system, coolant catch tray and
electric coolant pump.

FLOOD COOLANT AND PUMP:
All P-Series cold saws are
equipped with a flood coolant
system, coolant catch tray and
electric coolant pump.

CHIP DRAWER:
Chip tray located directly under
sawing area. Conveniently
accessible at front of machine,
for easy access and cleaning.

CHIP DRAWER:
Chip tray located directly under
sawing area. Conveniently
accessible at front of machine,
for easy access and cleaning.

SHUTTLE FEED SYSTEM:
The C350CNC is equipped with a
19" single stroke, multi-indexing
material feed system driven by a
ball screw servomotor.

SHUTTLE FEED SYSTEM:
The C350CNC is equipped with a
19" single stroke, multi-indexing
material feed system driven by a
ball screw servomotor.

PNEUMATIC VERTICAL VISE: 
Standard equipment on all C
Series cold saws. Provides extra
hold on material, including
bundle cutting.

PNEUMATIC VERTICAL VISE: 
Standard equipment on all C
Series cold saws. Provides extra
hold on material, including
bundle cutting.

WASH DOWN HOSE:
Flood Coolant system with easy
access coolant tank. Includes
submergible pump and on some
models a wash down hose.

WASH DOWN HOSE:
Flood Coolant system with easy
access coolant tank. Includes
submergible pump and on some
models a wash down hose.

SHUTTLE FEED SYSTEM:
A pneumatically driven, 19"
single stroke multi-indexing 
(up to 99 times), material feed
system provides uninterrupted
production cutting.

SHUTTLE FEED SYSTEM:
A pneumatically driven, 19"
single stroke multi-indexing 
(up to 99 times), material feed
system provides uninterrupted
production cutting.

AUTOMATIC MIST SYSTEM:
The PNF series saws come
standard with Mist Coolant
System. The single impulse
device ensures coolant only 
when blade is cutting.

AUTOMATIC MIST SYSTEM:
The PNF series saws come
standard with Mist Coolant
System. The single impulse
device ensures coolant only 
when blade is cutting.

TILTING HEAD:
The saw head on the PNF Series
saws tilt up to 45º for compound
miter cuts or the opportunity for
less material handling.

TILTING HEAD:
The saw head on the PNF Series
saws tilt up to 45º for compound
miter cuts or the opportunity for
less material handling.

PNEUMATIC VERTICAL VISE:
An optional pneumatic vertical
vise can be installed to the saw
providing extra hold down and
bundle cutting.

PNEUMATIC VERTICAL VISE:
An optional pneumatic vertical
vise can be installed to the saw
providing extra hold down and
bundle cutting.

Semi-Automatic
Powered Vise & Saw Feed
14" Blade
3" solid capacity
4 blade speeds
(15/30/60/90 rpm)
60º left & 45º right miters
Vertical Vise
Flood Coolant with
Submergible Pump

Semi-Automatic
Powered Vise & saw feed
14 1/2" Blade
4 1/2" solid capacity
Infinitely Variable blade
speed (15-150 rpm)
60º left & 45º right miters
Vertical Vise
Flood Coolant with
Submergible pump
Wash Down hose

Program up to 32 different
cuts lengths plus quantities
14" Blade
3" solid capacity
4 blade speeds 
(15/30/45/90 rpm)
60º left & 45º Right Miter
Vertical Vise
Flood Coolant with
Submergible Pump
Wash down hose

Manual saw with Pneumatic operating Vise
14" Blade
Cut up to 7" X 2 3/4" rectangular material
Two Blade Speeds 1700 & 3400 RPM
45º right & left miter
45º Tilting Saw Head for compound miters
Automatic Mist System

Automatic Feed & Cut 
14" Blade
Cut up to 7" X 2 3/4" rectangular material
Two Blade Speeds 1700 & 3400 rpm
45º right & left miter
45º Tilting Saw Head for compound miters
Automatic Mist System

12 1/2” blade
Includes Base
Miter cut 45º left and right
Material stop
Flood Coolant with pump


